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A\p_Ôw 

 

Xt±iØm]\§fnð I¼yq«À hm§p¶Xn\pff amÀ¤\nÀt±i§Ä 

 

tI{µ kÀ¡mcnsâ D.G.S&D tdäv tIm¬{SmIäv Dff I¼yq«À I¼\nIfnð \n¶mWv 

D]IcW§Ä hmt§ïXv. D]IcW§Ä \ðInbXn\ptijw hmdân Imebfhnð 

sa¨s¸« tkh\w Dd¸m¡p¶Xn\mbn tImgnt¡mSv, ae¸pdw PnñIfnse 

Xt±iØm]\§Ä HP India Sales Pvt Ltd. ( Rubiyan Building, 1st Floor,Cochin-18, 

Ph:9387975171, 04842382981 ) -ð \n¶pw D]IcW§Ä hmt§ïXmWv. \nehnepff  

2006þ2007 þse  tdäv tIm¬{SmIvänsâ Imemh[n 2007 Pq¬ 30 \v Ahkm\n¡p¶Xn\mð 

AXn\pap¼v Cu I¼\n¡v ]Àt¨kv HmÀUÀ \ðtIïXmWv. (km¼nÄ HmÀUdpIÄ 

A\p_Ôambn  tNÀ n̄cn¡p¶p). 

 

Fñm D]IcW§fpw hmt§ï {Kma]©mb¯pIÄ  

Xmsg ]dbp¶ D]IcW§fmWv Xt±iØm]\§fnð  CþKthW³kv \S¸m¡m³ 

BZyL«¯nð e`yambncnt¡ïXv : 

{Ia 

\¼À 

Un.Pn.Fkv 

&Un 

{Ia¼À 

C\w 

tdäv tIm¬{SmIvänse 

F®w 

 

1. 5,28,29 skÀhÀ I¼yq«À 1 
 

2. 1, 29 sUkvIvtSm]v/ ¢bnâv 

I¼yq«À 

2  apXð 5 hsc 

]©mb n̄sâ Ahiym\pkcWw 

H¶nt¨m  L«w LSIamtbm 

hm§mhp¶XmWv 

3. 160 {]nâÀþ 136 tImfw, 

24 þ ]n³ tUm«v am{SnIvkv 

{]nâÀ 

1 

4. 159 {]nâÀ þ 80 tImfw , 

]n³ tUm«vv am{SnIvkv 

2 apXð 5 hsc 

5. 69 tamUw þFIvÌtWð 

Ubð A]v 

1 

6. 184 CXÀs\äv kzn v̈ 1 

7. 203, 204, 
205, 207, 
208, 209, 
211, 213, 
214, 215, 

216 

s\ävhÀ¡nwKv 2 apXð 6 I¼yq«dpIÄ Bhiyamb 

s\äv hÀ¡nwKv CXnse 

tI_nfn§nsâ Afhv 

]©mb n̄sâ Hm^onkv 

sI«nS n̄ð I¼yq«dpIÄ 

Øm]n¡p¶ location  A\pkcn̈ v 

amäapïmImw 
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1bp. ]n. Fkv 

Un..Pn..Fkv&Un tdäv tIm¬{SmIvänð Xt±iØm]\§Ä¡v Bhiyamb 

kvs]kn n̂t¡j\pÅ bp.]n.Fkv. e`yñm¯Xn\mð, sIðt{SmWnð \nt¶m 

Xt±iØm]\§Ä {]tXyIambn sSïÀ hnfnt¨m, Xmsg ]dbp¶ {]Imcapff 

kvs]kn n̂t¡jt\mSp IqSnb bp.]n.Fkv hm§mhp¶XmWv.    

 

2 kVA line interactive UPS 
Sine wave output with less than 5% total harmonic distortion for normal 

computer load, when mains is available or on batteries  
Basic monitoring, shutdown etc over serial interface  
4 hours backup duration at full load 
Exide/ Standard/ or equivalent make tubular lead acid batteries with stand 
SNMP network card for reboot, shutdown and basic diagnostics of the UPS 

should be possible by adding suitable hardware (as optional item) 
Input voltage range should support normal operating voltage ranges in Kerala 
Test certificate from laboratories such as ERTL 
Installation and commissioning at site 
3 year warranty for UPS and battery 

 

 

2. I¼yq«Àhð¡cW¯n\pff Ìm³tUÀUv tkm v̂äv thbÀ  

 kÀ¡mÀ \nÀt±i {]Imcapff Bhiyamb Ìvm³tUÀUv tkm^ävshbÀ 

sF.sI..Fw . e`yam¡p¶XmWv CXn\mhiyamb XpI Xmsg ]dbpw {]Imcw (cïv ¢bnâv 

I¼yq«À hm§pIbmsW¦nð)sF. sI.Fw þ\v \ðtIïXmWv.  

{Ia 

\¼À 

C\w F®w 

bqWnäv 

\nc¡v 

BsI 

1 hn³tUmkv skÀhÀ 1 21930.00 21930.00  

2. Fkv.Iyp.Fð 

skÀhÀ 

1 26982.00 26982.00  

3 Fw.Fkv. Hm^okv 2 8203.00 16406.00 

4. hn³tUmkv skÀhÀ ¢bnâv AIvkkv 

sse³kv 

3 1049.00 3147.00 

5. Fkv.Iyp.Fð ¢bnâv AIvkkv ssek³kv 3 5344.00 16032.00 

6. 
sF.Fkv. Fw Hm^okv  v.5 
s\ävhÀ¡v (5 t]À¡pffXv) 

1 14506.00 14506.00 

7. Cþ{SÌv Bân sshdkv 3 1052.00 3156.00 

8. s{]mIyqÀsaâv NmÀPv 1 5 % 5108.00 

9 knÌw Cât{Kj³ NmÀPv 1 5 % 8046.00 

10. ]cnioe\w (BZyL«¯nð  

cïv Poh\¡mÀ¡pw, cïv 

P\{]Xn\n[nIÄ¡pw) 

1 30000.00 30000.00  

BsI 1,45,313.00 
      


